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KANSAS DEPARTMENT OF TRANSPORTATION 
SPECIAL PROVISION TO THE 

STANDARD SPECIFICATIONS, 1990 EDITION 
 
 

SECTION 908 
 

MULCHING, SLOPE PROTECTION AND EROSION CONTROL 
 

 
Subsection 908.01.  Delete the following bid items: 
 *Mulching (**) 
 **Erosion Control 
 **Permanent Erosion Control 
 Emulsified Asphalt (***) For Mulch Cover 
  **Specified type of erosion control.  No entry denotes any material provided for on the Plans. 
  ***Denotes Grade 
 
 
Subsection 908.01.  Add the following bid items: 
 Temporary (*) Mulching 
 Permanent (*) Mulching (Set Price) 
 Erosion Control (**) 
 Mulch Tacking Slurry 
   *Type of Mulch.  If the type of mulch is not specified, use Prairie Hay; other types of mulch may 

be used only if the Engineer approves. 
   **Class and Type 
 
 
Subsection 908.02.  Add the following material: 
 Erosion Control  Section 2100 (Special Provision 90P/M-193, latest version) 
 Mulch Tacking Slurry  Section 2100 (Special Provision 90P/M-154, latest version) 
 
 
Subsection 908.03(a).  Delete the last 3 paragraphs and add the following to this subsection: 
 Erosion control shall be placed over the designated areas after seeding and fertilizing have 
been completed.  Installation of the erosion control shall be in accordance with the details on the 
Plans. 
 Mulch tacking slurry for mulch cover shall be placed over the designated areas after 
seeding, fertilizing and mulching has been completed.  Unless shown otherwise in the Contract 
Documents, apply the mulch-tacking slurry at the rate of 900 lbs per acre (985 kg per ha) (the 
weight does not include water). The hydraulic slurry equipment shall be operated in such a manner 
that a reasonably uniform distribution of the mulch tacking slurry is obtained with no bare spots.  
The mulch tacking slurry shall consist of recycled paper fibers and a tacking agent suspended in 
water and shall be applied by hydraulic slurry equipment. 
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 The Contractor shall arrange his work so that the mulch tacking slurry can be placed 
immediately after each area has been mulched. 
 
 
Subsection 908.04(b).  Delete this subsection and replace with the following: 
 Erosion control shall be measured by the square yard (sq m) of material in place. 
 Mulch tacking slurry shall be measured by the acres (hectares) covered on the designated 
areas.  The recycled paper fibers, tacking agent, and water shall not be measured separately, but 
shall be subsidiary to the mulch tacking slurry. 
 All area measurements in this Section will be based upon slope measurements. 
 
 
Subsection 908.05.  Delete this subsection and replace with the following: 
 The quantity of completed and accepted "Mulching (Permanent)", measured as provided 
above, shall be paid for at the Contract set price per acres (ha), subject to the following 
adjustments: 
 1. If the total quantity to be paid is less than or equal to 15 acres (6.0 ha), payment will be 
made at the Contract set price per acres (ha). 
 2. If the total quantity to be paid is greater than 15 acres (6.0 ha) and less than or equal to 30 
acres (12.0 ha), the entire quantity will be paid at the adjusted price of 90 percent of the Contract 
set price per acres (ha) (rounded to the nearest dollar). 
 3. If the total quantity to be paid is greater than 30 acres (12.0 ha), the entire quantity will 
be paid at the adjusted price of 80 percent of the Contract set price per acre (ha) (rounded to the 
nearest dollar). 
 The quantity of completed and accepted work, measured as provided above, shall be paid 
for at the Contract price per acre (ha) for "Mulching (Temporary)" and "Mulch Tacking Slurry", 
per square yard (sq m) for the types of "Erosion Control", which prices shall be full compensation 
for furnishing and placing all materials, for all labor, tools, equipment and incidentals necessary to 
complete the work. 
 When the quantity of "Mulch Tacking Slurry" furnished overruns or underruns the Contract 
quantity by any amount, the Contract unit price shall govern. 
 
07-15-04 BD(ES)(SHS) 
 


