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US 24 Plan Plates

Disclaimer:  These concepts are current as of
August 2009 and depict recommended
improvements for US 24 from Manhattan to
Wamego and from Wamego to Louisville.
The exact location, design, and right-of way
for the corridor cannot be determined from
these concepts and could be different from
that shown.  Additional preliminary design will
need to be performed to further refine these
improvements and the right-of-way
requirements.
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RECOMMENDED IMPROVEMENTS 
1. US-24 

    a. Add frontage roads as shown to improve traffi  c circulation providing access to
        platted properties and future development.
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Disclaimer:  These concepts are current as of
August 2009 and depict recommended
improvements for US 24 from Manhattan to
Wamego and from Wamego to Louisville.
The exact location, design, and right-of way
for the corridor cannot be determined from
these concepts and could be different from
that shown.  Additional preliminary design will
need to be performed to further refine these
improvements and the right-of-way
requirements.
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RECOMMENDED IMPROVEMENTS 
1. US-24 
    a. Add frontage roads as shown to improve traffi  c circulation providing access to platted
        properties and future development.
2. Flush Road Intersection
   a. Construct an interchange at Flush Road when traffi  c volumes on Flush road
       exceed 4000 vehicles per day. Although this is a long term solution and a major
       investment, it will signifi cantly reduce confl icts and potential for severe accidents.




