SECTION 726
CONCRETE MASONRY COATING

726.1 DESCRIPTION
Prepare the concrete surfaces and apply a concrete masonry coating to the concrete surfaces designated in the Contract Documents.

<table>
<thead>
<tr>
<th>BID ITEM</th>
<th>UNITS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Concrete Masonry Coating</td>
<td>Square Yard</td>
</tr>
</tbody>
</table>

726.2 MATERIALS
Provide concrete masonry coatings that comply with DIVISION 1700.

726.3 CONSTRUCTION REQUIREMENTS
Provide the Engineer with a copy of the coating manufacturer’s recommendations for application.
Submit a sample panel exhibiting the color specified and the uniformity of the finish for approval by the Engineer.
Clean the concrete surfaces that will receive the coatings, before applying the concrete masonry coatings.
Remove all projections and loose mortar particles from the concrete surfaces.
Store, mix, apply and cure the concrete masonry coating as recommended by the manufacturer.

726.4 MEASUREMENT AND PAYMENT
When shown is a bid item in the contract, the Engineer will measure concrete masonry coating by the square yard to the limits shown in the Contract Documents.
Payment for "Concrete Masonry Coating" at the contract unit price will be full compensation for the specified work.