732 - MACHINE PREPARATION (EXISTING CONCRETE BRIDGE DECKS)

SECTION 732
MACHINE PREPARATION
(EXISTING CONCRETE BRIDGE DECKS)

732.1 DESCRIPTION
Prepare the bridge deck surface for a concrete bridge deck overlay by removing the existing concrete and asphaltic material from bridge deck and approaches as shown in the Contract Documents.

<table>
<thead>
<tr>
<th>BID ITEM</th>
<th>UNITS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Machine Preparation (*)</td>
<td>Square Yard</td>
</tr>
<tr>
<td>*Thickness</td>
<td></td>
</tr>
</tbody>
</table>

732.2 MATERIALS - None specified.

732.3 CONSTRUCTION REQUIREMENTS
Remove concrete and asphaltic materials from the existing surface to the specified depth over the area of the deck by means of milling or cutting procedure capable of removing the specified material without injury to the sound concrete.
When specified, mill the approaches according to the Contract Documents.

732.4 MEASUREMENT AND PAYMENT
The Engineer will measure machine preparation by the square yard. Milling of approaches is subsidiary to the machine preparation bid item.
Payment for "Machine Preparation" at the contract unit price is full compensation for the specified work.